
December,2016 

SIGMA KOKI CO.,LTD. 

LabVIEW(SHOT)Sample Manual 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Double Click 

Click 

Select Controller Type 

Select Protocol of Controller 

※Only SHOT20X/30X  

Select Interface 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Select Comunication Settings 

Control Window 

Sets the axis for 

operation 

Sets the move 

direction 

Sets the amount 

of movements 

Move button 
Speed button 

Sets the minimum 

speed 

Sets the maximum 

speed 

Sets the acceleration 

time 

End button 

Origin button 



 

 It is the program of the LabVIWE sample. 

 The contents can be seen of the menu. ["window" -> "display a block diagram"]. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Please use as reference of own program creation. 

* Since this program becomes a sample for reference to the last, perfect security of operation cannot be performed. 

Moreover, it cannot secure about operation at the time of including in a visitor's program. 

 

 

 

 

 

 

 

 

 


